
MATERIAL SAFETY DATA SHEETPRIVATE 


FOR CHEMICALS, COATINGS, AND RELATED MATERIALS


IN COMPLIANCE WITH OSHA 29 CFR 1910.1200
*****************************************************************

DATE PREPARED:  3/06




SUPERSEDES: 4/01
*****************************************************************


RESELLER
NAME: 
Extec Corp.

ADDRESS:
99 Phoenix Avenue




Enfield, CT 06083-1258

EMERGENCY PHONE NUMBER: (860) 741-3435

TRANSPORTATION EMERGENCY: 1-800-255-3924
*****************************************************************


SECTION I - PRODUCT
NAME/NUMBER: 14550,14560,14561,14562 




EXTEC FAST CURE ACRYLIC POWDER

CHEMICAL FAMILY: Methacrylate Polymer

*****************************************************************

HMIS RATING:
HEALTH
1

FLAMMABILITY      1

REACTIVITY
0


SECTION II - HAZARDOUS INGREDIENTS

Ingredient



% By Weight

C.A.S.#



TLV
PEL












(units)
(units)

Polymer




60-100


9003-42-3


10mg/m3
15mg/m3
Benzoyl Peroxide


   
0.0-5.0


94-36-0



 5 mg/m3
 5mg/m3
*****************************************************************


SECTION III - PHYSICAL DATA

Boiling Point: 
NA



Freezing Point: 
 ND

Vapor Pressure:
NA



Vapor Density: (Air=1) NA

Specific Gravity(H2O=1):   ND


H2O Soluble:
 Insoluble

Evaporation Rate:
NA


% Volatile By Weight:  NA

Appearance & Odor:Fine clear to pigmented powder.
% Volatile By Volume: NA



Faint odor in bulk.

*****************************************************************


SECTION IV - FIRE AND EXPLOSION HAZARD DATA
Flash Point: 304C, 580F

Flammable Limits:
LEL: NA
UEL: NA

Explosive Limits: NA

Extinguishing Media: Water, Carbon Dioxide, Dry Chemical

Special Fire Fighting Procedures: Avoid extinguishing methods which may generate dust clouds.  Water stream can disperse dust into air, producing a fire hazard and possible explosion hazard if exposed to ignition source.

Unusual Fire & Explosion Hazards: Polymer dust is combustible.  The explosive limits of the polymer particles suspended in air are approximately those of coal dust.  Firefighters should wear self contained breathing apparatus.

*****************************************************************


SECTION V - TOXICOLOGICAL INFORMATION


(PEL,TLV,TWA,LD50,LC50)

TSCA INVENTORY:  YES
*****************************************************************


SECTION VI - HEALTH HAZARD DATA


Effects of Overexposure

Eyes:

May cause irritation w/discomfort, tearing or blurring.

Skin:

Prolonged skin contact may cause skin irritation and dryness

Inhalation:
May cause irritation of the respiratory tract w/coughing.

Ingestion:
May cause anesthetic effects such as dizziness, headache, confusion, incoordination and loss of 

               consciousness.


Emergency and First Aid Procedures

Eyes:
Flush with water for 15 minutes,  including under eyelids.  Get medical help if discomfort persists.

Skin:
Wash with soap and water.  Get medical help if discomfort persists.

Inhalation: Remove to fresh air.  Get medical help if discomfort persists.

Ingestion:  Rinse mouth out with water.  Call doctor if amount was large.

*****************************************************************
SECTION VII - REACTIVITY DATA

Stability: Unstable (   )

Stable ( X )
Stability Conditions to Avoid: Heating above 240C, 464F

Incompatibility (Materials to Avoid Contact With):  Strong oxidizing agents.

Hazardous Decomposition Products:  Methacrylate Monomers and Oxides of Carbon when burned

Hazardous Polymerization:  May Occur (   )  Will Not Occur ( X )

Conditions to Avoid:  NA

*****************************************************************


SECTION VIII - SPILL OR LEAK PROCEDURES

Steps for Material Spillage: Sweep up to avoid slipping hazard.  Keep airborne particulate at a minimum when cleaning up spills.

Waste Disposal Methods:  May be disposed of in landfill or incinerated.  Follow Federal, State, and Local regulations for disposal.

*****************************************************************


SECTION IX - SPECIAL PROTECTION INFORMATION

Respiratory Protection:  Use type for Particulates not otherwise classified, if needed.

Ventilation: Good Local exhaust at processing equipment including buffers, grinders, sanders, and polishers.

Protective Gloves:  Impervious, nitrile, if hot plastic is handled.

Eye Protection:  Safety glasses or chemical splash goggles.

Other Protective Equipment:  Provide eyewash, safety shower and impervious clothing are recommended.  High temperature processing equipment should be well ventilated.

Work/Hygienic Practices:  Wash face and hands thoroughly with soap and water after use and before eating, drinking or smoking.

*****************************************************************

*****************************************************************


SECTION X - SPECIAL PRECAUTIONS

Handling & Storage Precautions:  Store containers in a cool dry location, away form direct sunlight, other light sources, or sources of intense heat.  Keep container closed to prevent water absorption and contamination.  Use in well ventilated areas.  Avoid contact with skin, eyes and clothing.  Avoid breathing dust.  Use good personal hygiene and housekeeping.

Other Precautions:  Avoid prolonged contact with the product.  Use in a well-ventilated location.  After use, wash hands and exposed skin with soap and water.  Do not eat, drink or smoke while handling product.
SECTION XI – TRANSPORTATION

DOT/UN SHIPPING NAME:   Polymer, NOI
THE DATA AND INFORMATION AS STATED WAS FURNISHED BY THE MANUFACTURER AND SUPPLIER OF THIS PRODUCT.  EXTEC CORP. CANNOT WARRANT THE ACCURACY OF THIS INFORMATION, AND SHALL NOT BE RESPONSIBLE OR LIABLE FOR ANY DAMAGE THAT MAY RESULT, SHOULD ANY OF THE INFORMATION BE ERRONEOUS.

*****************************************************************

ABBREVIATIONS

NA: Data does not apply to this product.


NE: Value has not been established.

FM:MSDS14550






